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Federal Motor Carrier Safety Administration, DOT § 393.93 

1 Individual copies of Federal Motor Vehi-
cle Safety Standards may be obtained from 
the National Highway Traffic Safety Admin-
istration. Nassif Building, 400 Seventh Street 
SW., Washington, D.C. 20590. 1 See footnote to § 393.93(a). 

any seat therein is not securely fas-
tened to the vehicle. 

[53 FR 49402, Dec. 7, 1988] 

§ 393.92 Buses, marking emergency 
doors. 

Any bus equipped with an emergency 
door shall have such door clearly 
marked in letters at least 1 inch in 
height with the words ‘‘Emergency 
Door’’ or ‘‘Emergency Exit.’’ Emergency 
doors shall also be identified by a red 
electric lamp readily visible to pas-
sengers which lamp shall be lighted at 
all times when lamps are required to be 
lighted by § 392.30. 

§ 393.93 Seats, seat belt assemblies, 
and seat belt assembly anchorages. 

(a) Buses—(1) Buses manufactured on 
or after January 1, 1965, and before July 
1, 1971. After June 30, 1972, every bus 
manufactured on or after January 1, 
1965, and before July 1, 1971, must be 
equipped with a Type 1 or Type 2 seat 
belt assembly that conforms to Federal 
Motor Vehicle Safety Standard No. 
209 1 (§ 571.209) installed at the driver’s 
seat and seat belt assembly anchorages 
that conform to the location and geo-
metric requirements of Federal Motor 
Vehicle Safety Standard No. 210 1 
(§ 571.210) for that seat belt assembly. 

(2) Buses manufactured on or after July 
1, 1971. Every bus manufactured on or 
after July 1, 1971, must conform to the 
requirements of Federal Motor Vehicle 
Safety Standard No. 208 1 (§ 571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle 
Safety Standard No. 210 1 (§ 571.210) (re-
lating to installation of seat belt as-
sembly anchorages). 

(3) Buses manufactured on or after Jan-
uary 1, 1972. Every bus manufactured 
on or after January 1, 1972, must con-
form to the requirements of Federal 
Motor Vehicle Safety Standard No. 
207 1 (§ 571.207) (relating to seating sys-
tems). 

(b) Trucks and truck tractors—(1) 
Trucks and truck tractors manufactured 
on and after January 1, 1965, and before 

July 1, 1971. Except as provided in para-
graph (d) of this section, after June 30, 
1972, every truck and truck tractor 
manufactured on or after January 1, 
1965, and before July 1, 1971, must be 
equipped with a Type 1 or Type 2 seat 
belt assembly that conforms to Federal 
Motor Vehicle Safety Standard No. 209 
(§ 571.209) installed at the driver’s seat 
and at the right front outboard seat, if 
the vehicle has one, and seat belt as-
sembly anchorages that conform to the 
location and geometric requirements of 
Federal Motor Vehicle Safety Standard 
No. 210 (§ 571.210) for each seat belt as-
sembly that is required by this sub-
paragraph. 

(2) Trucks and truck tractors manufac-
tured on or after July 1, 1971. Every 
truck and truck tractor manufactured 
on or after July 1, 1971, except a truck 
or truck tractor being transported in 
driveaway-towaway operation and hav-
ing an incomplete vehicle seating and 
cab configuration, must conform to the 
requirements of Federal Motor Vehicle 
Safety Standard No. 208 1 (§ 571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle 
Safety Standard No. 210 1 (§ 571.210) (re-
lating to installation of seat belt as-
sembly anchorages). 

(3) Trucks and truck tractors manufac-
tured on or after January 1, 1972. Every 
truck and truck tractor manufactured 
on or after January 1, 1972, except a 
truck or truck tractor being trans-
ported in driveaway-towaway oper-
ation and having an incomplete vehicle 
seating and cab configuration, must 
conform to the requirements of Federal 
Motor Vehicle Safety Standard No. 
207 1 (§ 571.207) (relating to seating sys-
tems). 

(c) Effective date of standards. When-
ever paragraph (a) or (b) of this section 
requires conformity to a Federal Motor 
Vehicle Safety Standard, the vehicle or 
equipment must conform to the version 
of the Standard that is in effect on the 
date the vehicle is manufactured or on 
the date the vehicle is modified to con-
form to the requirements of paragraph 
(a) or (b) of this section, whichever is 
later. 

(d) Trucks and truck tractors manu-
factured on or after January 1, 1965, 
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